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Devices Q SCAN

Press Scan button to search for
devices

Initial screen. Tap on the
SCAN button to initiate
scanning for compatible MPS
devices.

Devices 2 STOP SCANNING
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3.699 mm
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Display current master
measurements from all
discovered devices in
bluetooth advertisment
mode. Tap on a device to
connect.
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< Weight

2351.90
£2351.69 0
£2351.49

235129

ol g B mm
1778.71 0.000
One-minute
Weight precipitation
s mm mm
6.676 3.699
Total Last

precipitation

precipitation

& mm/h 4 °C
0.000 23.74
Rain intensity Temperature
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Step g
15 2351.29
14 2351.31
13 2351.36
12 2351.43
11 2351.47
10 2351.58
2351.66

2351.68
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Current measurements from
the connected device. Tap on
a measurement to display
short-term history in
graphical and tabular form.
Or touch and hold to select
more measurements.

Short-term history of
selected measurement.
Showing the precise value by
tapping on a series.
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< Weight + Total precipitation

2266.72

2078.45 12.676+

9.676+

1928.45

Step g mm
24 2311.96 17.063
23 2266.72 16.149
22 2220.67 15.211
21 2171.66 14.229
20 2121.98 13.149
19 2064.34 11.991
18 2000.01 10.703
17 1935.36 9.409
1A 1870 72 119

I (@] <

Short-term history of two
selected measurements
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< Settings & Settings Downloads < OTA Upload & Setting
& SDI12 address ()
. . OTA Update

i FW version i FW versi L 0] L B Choose .gbl file... Browse

0.07.09 BL1.10.05 0.07.09 BL1.10.05 Enter a string:

FILES ON DOWNLOADS F||e 0

, Orifice ; Orifice app709.gbl

500 cm2 500 cm2 [ app709.gbl

e

e PIN o PIN 259kB

B application.gbl

o SDI12 address a SDI12 address UPLOAD
0 0

Display/change sensor Over-the-air firmware Choose a binary firmware ...and upload it to a MPS Setting the SDI-12 address
settings. update file... device

f £ Available on the )

\ o App Store |

f GETITON )
" Google Play



